3.1 230kV Line (Overland Portion)

&

Parameter Suspension/ Heavy Tension Upright Inverted
Jumper Suspension (Twin) Low Low
Insulator Set Type Suspension Duty Duty
Pollution category Heavy Il
Nominal creepage mm GQOO
Insulatortype | . Cap&pintypediscinsulators Y
Insulator unit reference u1208pP u2108P | U210BP | U1208P U1208P
Type of Shed profile i, Fog Fog Fog | Fog Fog |
Glaze colour LAl SN Grey Brown Brown |  Grey Grey |
Unit puncture voltage kv 110 12550 125 110 110
Number of insulator units per 16 14 2x 14 16 16
string i o
Dielectric material LT (SF" Rarpelain i 2=t
Dry lighthing impulse withstand kv 1050
voltage ok i el )
Wet power frequency withstand kv 460
voltage . A b e TR i
| Power arc for insulatorset | e
& . Gument . kA = 3ks 2
. Duration s = 0.5 I
Power arc for string insulator kA for s 12 for 0.1 or 6 for 0.2
units: Current for duration :
Arc gap nominal mm 2100 2100 2100 1910 1910
| RIV level per unit Mo ] 68 ey L B ET] | al,
RIV level per set ) | 88 2k 45 s
Test voltage for RIV & Corona. kv EE et 150 . 2
Mechanical/electromechanical kN 120 l 210 { 2x210 ‘ 120 120
[failingload : Bl ]




3.2

230kV Line (Overland Portion)

Parameter

Suspension/ Heavy Tension Upright Inverted
Jumper Suspension (Twin) Low Low
Insulator Set Type Suspension Duty Duty
Pollution category » Medium ||
Nominal crcepage | mm 4900
Insulator type G Cap & pin type disc insulators i
Insulator unit reference U1208 U2108 U2108 | U120B | U120B
Glaze colour Weashy B0 i ¥ Grey Brown __Brown Grey Grey |
| Unit puncture voltage kv 110 125 125 110 110
Number of insulator units per 17 14 2x14 17 17
string ] - I !
| Dielectric material iy Porcelain =T
Dry lightning impulse withstand kv 1050
voltage e e el i _ il
Wet power frequency withstand kv 460
voltage el ST NN ) i et
| Power arc for insulator set L | R o T TR
|*  Current kA doih s 31,5
. Duration ol s 0.5 LI
Power arc for string insulator kA for s 12 for 0.1 or 6 for 0.2
units: Current for duration o
| Arc gap nominal LR mim 2100 2100 2100 - 1910 193015, |
| RIV level per unit . 58 g s B
RIVlevel perset Tl 6B 0 45
Test voltage for RIV & Corona | kv 2 ; 150 it UL
Mechanical/clectromechanical kN 120 210 2x210 120 120

failing load




4. 230KV Line (River crossing Portion)

failing load

&

Parameter Suspension Tension
_____Insulator Set Type i Zullt satle U
Rallubiaiteategony o al o L e, Junesgln
Nominal creepage mm _8oo00
Insulator type ) A Cap & pintype discinsulators
Insulator unit reference U2108P uirai i U300BP

| Type of Shed profile i kel i SE e R O lleia Sl STt o
Glaze colour Grey i ~ Brown
Unit puncture voltage kv 125 . 140
Number of insulator units per 2x 14 2x13
string N b o T £ PR
Dielectric material (e Porcelain. el
Dry lightning impulse withstand kv 1050
voltage of insulator set i 8 el e
Standard Switching Impulsc kv 460
withstand voltage of insulator set s
Power arc for insulator set MU
e Current kA 305
. Duration RS IV T o 0.5
Power arc for string insulator kA for s 12 for 0.1 or 6 for 0.2
units: Current for duration e S
Arcgap nominal mm 2100 | EAT 2100
RIV level per unit 6B i i 10
RIV level per set LT BB ALl = ls il
Test voltage for RIV & Corona A 150 Pt i
Mechanical/electromechanical kN 2x 210 2x 300







