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1. Scope: Applies to whole of POWER GRID COMPANY OF BANGLADESH LTD. which requires the
identification process to cover non-routine as well as routine activities. It includes abnormal,
unusual, and non-routine operations such as major repair events, weekend operations,
and operations conducted at remote locations,

maintenance operations that are carried out infrequently but may have a high risk, and

night shifts, contractor activities,

situations that involve response to emergencies.

2. Purpose: This procedure establishes a standard method for developing, using and maintaining Job
Risk Assessment (JRA) and Facility Risk Assessment (FRA).

Sl No.

Activity (including Check Points)

Ref. Doc.

Freq./

Time Output

Responsibility

1.0

Definitions

1.1

Control — in this context, a control is any
engineered system, protective equipment
or administrative arrangement that
eliminates a hazard or reduces its
likelihood of causing an injury or illness.

1.2

Frequency — the rate at which a specific
job is performed. There are five classes of
frequency: less than or equal to once per
year, less than or equal to once per
month, less than or equal to once per
week, less than or equal to once per shift
and greater than once per shift.

1.3

Hazard - a source of danger; a possibility
of incurring loss or misfortune; "radiation
is a health hazard."

1.4

Job - A job is a sequence of separate
steps or activities that together
accomplish a work goal. Some jobs can
be defined broadly, for example: "making
concrete shielding block," "building a
beam-enclosure," or "decommissioning a
beam-line." Such broad definitions are not
very useful for hazard identification,
however. It is too easy to overlook an
included task that may present a hazard.
At the other extreme, a narrow definition-
such as "tighten a screw" or "push the
button" is also not suitable, since one
would be faced with analyzing thousands
or milions of minute tasks. The right
answer lies in a definition that is broad
enough to result in a relatively small
number of steps, each of which can easily
be analyzed for associated hazards. See
Table 1 in page 7 of 8 of this document
for a list of example jobs.

1.5

Job Stressors - Factors that may
increase the potential likelihood of an
injury or illness.

1.6

Likelihood — the chances of an event that
leads to bad consequences. The five
classes of likelihood are: extremely
unlikely, unlikely, possible, probable, and
multiple. An event might be a slip or fall,
unanticipated radiation, a dropped load
from a forklift, etc.

v d

Number of People — Number of people
performing the job steps that are exposed
to a specific hazard.

A,
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1.8

Priority — in this context, the order in which
the initial job risk assessments are done.
High priority jobs are jobs that have a recent
history involving a high severity injury
(severity level 4 or 5), or a job in which
injuries are likely to occur (likelihood level 4
or 5), or a job in which there is a recent
history of DOE repcrtable occurrences.
Assess reduce the risks in these jobs first.
Medium priority is where hazards with
potential for high severity (severity level 4 or
5) are often encountered by personnel
(frequency level 4 or 5), but injury is not
likely (likelihood level 1, 2 or 3). Assess
these jobs next. Low priority jobs are all
remaining jobs, and they would be
assessed last.

1.9

Risk — in this context, risk is the product of
the number of people performing the job
step, and the points assigned to frequency,
likelihood and severity. Points for frequency,
likelihood and severity are based on a
stepwise numerical system. A specific range
of point values for risk is associated with
one of five descriptive classes of risk:
negligible, acceptable, moderate,
substantial and intolerable.

Severity — the bad consequences of an
event. The five classes of severity are: first-
aid, medical treatment, lost time, partial
disability, and death or permanent disability.

Review of Facility Hazards and Risks:

Develop a complete list of all Physical Item
or Activity in the facilities in the Department/
Section.

22

Make a “rough draft” estimate of hazards
and risks for each job. Look for hazards that
are obvious and risks that are clearly
Serious.

23

Develop priorities based on previous
experience, information on known work
hazards in each area, and the number of
employees who are exposed to the hazard.
Draw on the personal experience of your
risk assessment team. Key operational
personnel may be aware of hazards that are
not apparent from injury records. Their
insights will help you set priorities, as well
as identify additional hazards. Newly
created jobs that have no history should be
examined carefully to establish a
preliminary priority.

24

PGCB requires that Departments and
Sections use the data entry form in Facility
Risk Assessments (FRA) Form to record the
information gathered from the Facility Risk
Assessment process.

Departmental
Head, DMR

HSF-OHS-01

AV
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2.5

The following ten steps are followed to
perform FRA and complete the records:
* break down the Physical Iltem or Activity
into successive steps or tasks
« identify the hazards associated with each
step and task
« identify controls in place for each hazard
« identify occupancy or use for the activity
« identify the Frequency that each step and
task is performed
» estimate the potential Severity of an
accident associated with each hazard
» estimate the Likelihood of an accident
occurring for each hazard (given existing
controls)
» calculate the Risk
« identify possible additional controls
needed for these hazards
+ re-calculate the Risk and the % Risk
reduction if controls are added

Departmental HSF-OHS-01

Head, DMR

26

FRA model is then prepared after following
the Facility Risk Assessments Form.

As and HSF-OHS-01
when

required

MR, DMR

2.7

Classify the Risk of each activity step using
the information in the bottom portion of
Facility Risk Assessments Form.

As and HSF-OHS-01
when

required

MR, DMR

28

Any step with risk identified as “intolerable”
must be investigated and abated
immediately. Unless specific exception is
granted by the Department Head/MR in
writing, the activity step will be suspended
until the risk can be re-classified as no
greater than "substantial.”

As and HSF-OHS-03
when

required

Departmental
Head, MR

2.9

Risks identified as “substantial” will require
the development and implementation of a
written remedial action program prior to
proceeding with the work.

As and HSF-OHS-03
when

required

Departmental
Head, MR

2.10

Risks identified as "moderate” or below shall
be addressed through the
Department's/Section’s normal OHS
Management System objective-setting and
planning processes.

As and
when
required

Departmental
Head, MR

3.0

Review of Job Hazards and Risks:

3.1

Develop a complete listing of all jobs
underway in the Division/ Department. The
job list shown in Table 1 in page 7 of 8 of
this document shall be used.

Departmental | Periodically | HSF-OHS-02

Head

3.2

Make a “rough draft’ estimate of hazards
and risks for each job. Refer column 4 of
Table 1 Strategy to Determine the Priority of
Job Risk Assessments. Look for hazards
that are obvious and risks that are clearly
serious.

Departmental | Periodically | HSF-OHS-02

Head

AW
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3.3

Develop pricrities based on previous
experience, information on known work
hazards in each area, and the number of
employees who are exposed to the hazard.
Draw on the personal experience of your
risk assessment team. Key operational
personnel may be aware of hazards that are
not apparent from injury records. Their
insights will help you set priorities, as well
as identify additional hazards. Newly
created jobs that have no history should be
examined carefully to establish a
preliminary priority.

Departmental
Head

As and
when
required

HSF-OHS-02

3.4

Appropriate number of jobs is decided to be
assessed. All High priority jobs should be
assessed as soon as practicable. This
process is to be done in phases, over time.
Thus, it is important to concentrate the initial
efforts on those jobs that clearly present
more significant risks and fill in other jobs
over time.

Departmental
Head

As and
when
required

HSF-OHS-02

3.5

Performing the JRA:

3.5.1

PGCB requires that Departments and
Sections use the data entry form in Job Risk
Assessments Form to record the
information gathered from the JRA process.

Applicable
Legislation:
Bangladesh
LLabour Act

Head of HR
Department

As and
when
required

HSF-OHS-02

3.56.2

The following ten steps are followed to
perform JRA and complete Table 2 or Table
3:
* break down the job into successive steps
or tasks
« identify the hazards associated with each
step and task
« identify controls in place for each hazard
« identify the number of people involved in
each step and task
» identify the Frequency that each step and
task is performed
» estimate the potential Severity of an
accident associated with each hazard
- estimate the Likelihood of an accident
occurring for each hazard (given existing
controls)
* calculate the Risk
« identify possible additional controls
needed for these hazards
« re-calculate the Risk and the % Risk
reduction if controls are added

Departmental
Head, MR

As and
when
required

HSF-OHS-02

3.5.3

JRA model is then prepared after following
the Job Risk Assessments Form.

MR, DMR

As and
when
required

HSF-OHS-02

3.5.4

Classify the Risk of each job step using the
information in the bottom portion of Job Risk
Assessments Form.

MR, DMR

As and
when
required

HSF-OHS-02

A

\
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3.55

Any job step with risk identified as
“intolerable” must be investigated and
abated immediately. Unless specific
exception is granted by the Department/
Division Head in writing, the job step will be
suspended until the risk can be re-classified
as no greater than "substantial.”

As and HSF-OHS-03
when

required

Departmental
Head, MR

3.5.6

Risks identified as "substantial” will require
the development and implementation of a
written remedial action program prior to
proceeding with the work.

As and HSF-OHS-03
when

required

Departmental
Head, MR

3.5.7

Risks identified as “moderate” or below shall
be addressed through the
Department’s/Section’s normal OHS
Management System objective-setting and
planning processes.

As and
when
required

JHSC
Departmental
Head, MR

4.0

Job Stressors:

4.1

Note any job stressors on the JRA form. Job
stressors must be factored into the risk
assessment if they are present. See the list
of common job stressors in Table 2 in page
8 of 8 of this document. Job stressors will
increase the likelihood of an injury.

SP-OHS-1

As and HSF-OHS-02

when
required

Departmental
Head,

5.0

JRA Results:

MR

5.1

As indicated in OHSAS 18001, JRA process
is used to help determine:

* job requirements

* training needs

» development of controls

MR HSF-OHS-03

5.2

The JRA process must include some means
of monitoring improvement actions added to
reduce risk in order to ensure that actions
are implemented on time and are effective.
The use of inspections is established for
this purpose.

MR HSF-OHS-
05, 06 & 07

53

Additionally, the Department/Division must
consider the results of the JRA process and
effects of controls when establishing annual
OHS objectives. Jobs steps and tasks
where injuries and incidents have occurred
during the year, as well as risk levels in the
Substantial category, should be considered
when setting annual OHS objectives.

MR

6.0

Annual JRA Review:

6.1

On an on-going basis, the Management
Representative is responsible for
scheduling reviews of 1/3 the number of
organizational JRAs annually so that all the
JRASs are reviewed at a minimum of once
every three years. The purpose of such
reviews is to ensure the JRAs reflect the
current jobs at the site.

All One third HSF-OHS-04
departmental | number

Head annually

6.2

The Management Representative in
consultation with Joint Environment,
Occupational Health & Safety Sub-
Committee will conduct review of job
hazards and risks annually.

WI-OHS-01

One third HSF-OHS-05
number

annually

MR, DMR and
nominated
team members

[\
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6.3 | The review of a particular job shall be SF-OHS-03 | Team members One third HSF-OHS-05
made on the level of risk assigned to number
hazards in prior JRAs and submit the annually
report to MR in due time.

7.0 | JRA in Response to Accidents, Incidents, Non-Conformances, Corrective and Preventative Actions:

7.1 | As necessary, the Management SF-OHS-01 MR HSF-OHS-08
Representative shall schedule and assign
appropriate personnel to conduct or
update a JRA in conjunction with a
Critical, Occurrence, near miss or non-
conformance associated with a job.

8.0 | Job Step or Task Change:

8.1 | Management Representative shall MR As and when | HSF-OHS-03
schedule and assign appropriate required HSF-OHS-04
personnel to review all changes and HSF-OHS-08
modification to a job step or task where
nazards have been introcduced or
remedied and conduct a new or modified
JRA for job steps and activities under the
Department’s/Section’s purview.

8.2 | The use of common hazard terminology is DMR During HSF-OHS-01

Assessment | HSF-OHS-02

encouraged and it simplifies the risk

assessment process. The following are

common terms or phrases for hazards

that are used by PGCB'’s. They are the

leading causes of workplace injuries and

are listed in order of cost of wage

replacement and medical payments.

= Overexertion — injuries caused by
excessive lifting, pushing, pulling,
holding, or carrying of an chject

= Falls on same level

= Electrocution and electrical shock

= Hazards related to jobs or tasks

= Fires

= Hazardous or toxic material exposures

= Bodily reaction — injuries resulting from
bending, climbing, loss of balance and
slipping without falling

= Falls to lower level, such as falling from
a ladder or over a railing

= Being struck by an object, such as a
tool falling on a worker from above

= Repetitive motion

= Roadway accidents

= Being struck against an object — such
as a carpenter walking into a
doorframe, or cuts and skin abrasions
from working in tight spaces

= Becoming caught in or compressed by
equipment

= Contact with temperature — extremes
that result in such injuries as heat
exhaustion, frost bite or burns

A
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Re%’gﬁéglloy (MR):

Approved by (MD): \)\k‘- m\ﬂ.\




OCCUPATIONAL HEALTH AND SAFETY Document No.: HSP-OHS-1
MANAGEMENT SYSTEM Revision No.: 00
PROCEDURES Effective Date: 20-10-2016
TITLE: PROCEDURE FOR HAZARD IDENTIFICATION AND | Page 7 of 38
RISK ASSESSMENT

sl No. Activity (including Check Points) Ref. Doc. | Responsibility ﬁ,’ii‘;': Output
9.0 | Before starting any job, tool box talk is HSF-OHS-12
done to ensure safe operation &
maintenance as well as to ensure using
required PPE and maintain safety
instructions.

10.0 | Procedure for Hazard Identification, Risk MR, During Review of
Assessment is reviewed during internal Departmental | internal procedure
audit for suitability. Heads audit

11.0 | Review consideration will be raised in MR When
MRC Meeting for decision necessary

12.0 | Corrective actions will be taken if any MR When Improvement
deviation in the procedure is detected. necessary

Table 1-Strategy to Determine the Priority of Job Risk Assessments (example)

Job Description Priority Reason
Transportation Vehicle use for receiving materials | High Recent dropped load from truck.
Material handling-machinery | Cranes, forklifts, etc. High Recent forklift dropped load.

Material handling-manual Human lifting Medium Back injuries have occurred.
Electrical work- routine <600 V V Medium | Hazard is experienced daily by many
workers.
Controls have been effective.
Electrical work-high energy =600V Medium Hazard is experienced daily by many
workers.
Controls have been effective.
Electrical working hot Working on energized equipment Medium High consequences. Controls have been
effective.
Radiation/contamination Work in posted areas Low Compliance issue. Very detailed controls in
work place and significant oversight.
Pressurized system work Liquid and gas systems Medium Hazard is experienced daily by many
workers.
Controls have been effective. Cryogenic
personnel responded to a few pressure
boundary leaks in the last few years.
Vacuum system work Beam lines and vacuum system Low No recent injuries.
equipment
Cable pulling Various locations High NOne.
Operations Cutting, panel. visor, embroidery, Low Injuries in cutting, sewing are major
sewing and packing concern, noise is a concern in cutting
Emergency response LEC, DEC and emergency forces Low No recent injuries.
Waste handling Hazardous, industrial wastes Low No recent injuries.
Work with hazardous Be, lead, chemicals, etc. Low No recent injuries.
materials
Mechanised transports use Use by operator Medium Recent forklift occurrences require a closer
look here.
Welding/Welding Helper Various locations Medium Recent issue with welder's helper getting
ached eye.
Tours (specially visitors) Various locations Low No injuries or perceived health issues.
Good escort program in place.
Other to be determined Identify other detailed jobs while To be Area assessment will likely discover
doing area assessment determined | complex jobs that require detailed job

assessment

AV
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1. Scope: Applies to whole of POWER GRID COMPANY OF BANGLADESH LTD. OHSAS 18001
requires the job identification process cover non-routine as well as routine activities. This
procedure sets forth the responsibilities and elements of the Safety and Health (S&H)

Inspections

2. Purpose:

As part of the endeavor to eliminate the diverse and changing potential for unsafe
conditions, and to increase the safety awareness of individual employees, a formal S&H

inspection program is required to be set.

Sl No.

Activity (including Check Points)

Ref. Doc.

Responsibility

Freq./
Time

Output

1.0

Plan

1.4

ED (O&M) is responsible for ensuring
implementation of this procedure.
Specifically, he shall ensure that this plan
is suitable for the PGCB activities.

ED (O&M)

Periodically

1.2

ED (O&M) is responsible for the direct

execution of this procedure. Specifically,

he shall:

= Schedule departmental inspections.

= Conduct the inspection and designate
other personnel to assist.

= Ensure that the required reports are
prepared and distributed.

s Ensure that the reported deficiencies
have adequate and documented
follow-up.

ED (O&M)

Periodically

1.3

Frequency

= Offices, grounds and public areas shall
be inspected quarterly.

= All other areas including substations

» Stores shall be inspected monthly.

Quarterly

Monthly
Monthly

1.4

Personnel

The inspection team shall have at least
three members. One shall be from HR
one from the area concerned and third
member shall be the respective DMR.
Other members shall be selected based
on their knowledge and experience. An
attempt will be made to include a member
of the JHSC,; this will depend on their
availability. Also, personnel who work in
the area(s) being inspected are
encouraged to participate in the
inspection process.

WI-OHS-1
program

1.5

Inspection Team Notification: The

PGCB'’s DMR shall:

* Post a schedule before the beginning
of the calendar year.

= Send e-mail reminder to all
participating tour members at least one
day before the scheduled inspection

DMR

Yearly

A

A
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2.0 | Inspection Procedure

2.1 | Prior to conducting the inspection, the WI-OHS-02 DMR Annually HSF-OHS-05
inspection team shall review records of WI-OHS-03 Monthly HSF-OHS-06
previous inspections, departmental WI-OHS-04 Monthly HSF-OHS-07
accident and injury reports, occurrence WI-OHS-05 Monthly HSF-OHS-08
reports and enviranmental noncompliance | WI-OHS-06 HSF-OHS-19
reports. This provides a form of On-The- WI-OHS-07 HSF-OHS-20
Job Training for the team members.

2.2 | Inspections should be thorough to ensure | WI-OHS-04 | Shift incharge HSF-OHS-08
that no location that may contain a & Monthly HSF-OHS-09
potential hazard is overlooked. Substation in | Monthly

charge

2.3 | All unsafe conditions and practices should | WI-OHS-04 | Shift in charge HSF-OHS-08
be noted and included in the Workplace & Monthly HSF-OHS-09
Inspection Report. Substation in | Monthly HSF-OHS-10

charge HSF-OHS-11

2.4 | Any condition that may result in imminent | WI-OHS-02 | Shift in charge | Annually HSF-OHS-05
danger should be immediately corrected. WI-OHS-03 & Monthly HSF-OHS-06
If the condition is not corrected WI-OHS-04 Substation in Monthly HSF-OHS-07
immediately the operation shall be shut WI-OHS-05 charge Monthly HSF-OHS-08
down or measures, such as barriers, be WI-OHS-06 HSF-OHS-13
put in place until the condition can be WI-OHS-07
corrected.

3.0 | REPORTING

3.1 | The DMR (OHS) shall:

3.1.1 | Record all hazards and their locations. DMR Annually HSF-OHS-05

Monthly HSF-OHS-06
Monthly HSF-OHS-07
Monthly HSF-OHS-08

3.1.2 | Discuss findings with the inspection team DMR
members of the inspection.

3.1.3 | Inspection Report is generated and within DMR Annually HSF-OHS-05
one week of the tour, copies are Monthly HSF-OHS-06
distributed to all tour members, in addition Monthly HSF-OHS-07
to the concerned sections and the Monthly HSF-OHS-08
chairman of ESHJC.

4.0 | CORRECTIVE ACTION

4.1 | The persons responsible for repairing the Departmental | When HSF-OHS-09
deficiencies are sent their first Safety head necessary
Violation Notice within one week of the
inspection.

4.2 | If there is no response from the Departmental | When HSF-OHS-09
responsible person within three weeks, a head necessary
second Safety Violation Notice is sent. A
summary that lists the delinquent
responsible persons is sent to the DMR
{OHS). DMR (OHS) shall call the
responsible persons and encourage them
to correct their deficiencies.

4.3 | If there is no response from the SF-OHS-09 MR When
responsible person within six weeks, a necessary

third Safety Violation Notice is sent.
Attached to the notice is a memo from the
MR that states the importance of the
prompt correction of safety violations.

A\,
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Table 2: Typical Stressors in the Work Place

Temperature Dust

Humidity Emergency Lighting
Lighting Odor

Moisture Oxygen Deficiency

Over Pressure / Negative Pressure

Temperature / Humidity Variation

Working Alone

Ventilation / Air Speed

Physical Stressors

L.ack of Br.eé'k's ~

Length of Work Day

Time Pressure

Monotony

Qualifications of Co-Workers

Social Stressors and Issues

Availability df Eyewashés'.a'nd Showers

Availability of Changing Rooms

Responsibility for First Aid

Availability of Drinking Water

Availability of Responsible Leader

Availability of Washing Facilities

Availability of Separate Eating Facilities

Protection of Non-Smokers

Availability of Toilets

Working Atmosphere

[,

\
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