Design, Supply, Installation, Testing & Commissioning of High Capacity
Telecommunication Transmission Equipment for Several Locations to Connect
Dhaka-Benapole-Kuakata on Turnkey Basis.

[Bid Identification No.: PGCB/OPGW/DHK-KKT]

Addendum No: 2
(March 12, 2020)

Following revisions/changes are made in the Bidding Document which will form part of the
Bidding Document:

I\SI:). Clause No. with Amendment

01. | The number of Invitation for Bids used/mentioned anywhere in this tender document (Volume 1,
Volume 2, Volume 3) shall be replaced by following (Bidders are cordially requested to use this
number in every document).

27.21.0000.101.07.215.20.645; Dated January 27, 2020

Volume 1 of 3

Section 3 (Evaluation and Qualification Criteria)

13:; Clause No. with Amendment

01. |24 Experience

a) Contracts of Similar Size and Nature

Existing text of this sub-section shall be replaced by following:

Experience in the role of contractor in at least 03 (Three) contracts having 100G DWDM Network as
a prime contractor which have been successfully completed within the last 05 (Five) years in home &
abroad, where the scope of works must cover the areas of Supply, installation, testing & commissioning
of 100G DWDM Transmission Network and each of the 03 (Three) contracts should have been worth
of at least-

USD 1,000,000
(One million USD) Or
Equivalent amount of

Bangladeshi Taka

For the above-mentioned contracts executed during the period mentioned above the Contractor must
fulfil the following criterion as well-

« At least 01 (One) Contract having 100G DWDM Network as a contractor worth of at least-
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Section 3 (Evaluation and Qualification Criteria)

1\81:)' Clause No. with Amendment
USD 2,000,000
(Two million USD) Or
Equivalent amount of
Bangladeshi Taka
which have been successfully completed within the last 05 (five) years in home and/or abroad.
* At least 01 (one) Contract at which the scope of contract must include Design, Supply, installation,
testing & commissioning of 100G DWDM Transmission Network in home and/or abroad.
* At least 01 (One) Contract having supply, installation, testing & commissioning of 100G DWDM
Network apart from bidder’s own country.
Note 1: Prime contractor means main contractor or any partner of a Joint Venture / Consortium
contract, not the subcontractor. Subcontractor's experience will not be accepted.
Note 2: Evidence of above experience shall be submitted in the bid. It shall be given on the user's
letterhead, indicating address, telephone and fax numbers of the user. It shall include the name of the
project, name of the employer, description of the work, commissioning date and con-tract amount.
Bidder will submit end user’s/contractor’s performance certificate along with the bid for the above
(Volume 2 of 3)
Section 5 (Civil and Electro-Mechanical Works)
131; Clause No. with Amendment
01. | 5.2 Glass Partition Enclaved

The text of the corresponding clause shall be replaced by following:

All Equipment which will be established in PGCB control room, must be enclaved by a tempered glass.
The area to be covered will be approximately: 6 feet (L); x 6 feet (W) x 9 feet (H) or at actual basis.
The bidder will quote for this item in Schedule-D.

i.  Glass thickness: 10 mm

ii.  Glass type: Frameless Crystal-Clear Tempered Glass with 3-inch aluminium armor at bottom,
20mm x 40mm size U-channel of 2mm thickness at top, support frame (if required) from false
ceiling to roof with 75 mm Galvanised C-Channel (1.2 mm thickness).

iii.  Glass door requirement: Height 8 feet; width: 2.5 feet; frame less swing door (DORMA or
HOTTON or equivalent standard) with doorknob; with 28mm x 75mm top-bottom SS Armor
section rail and best quality stainless steel handle and Locking device, hinges including all
necessary accessories.

iv.  Each partition shall be covered with 600mm x 600 mm perforated metal false ceiling.

Consideration for partitions:

a) For Madaripur and Faridpur site: 4-sided glass partition (No wall)

b) For other site: 3-sided glass partition (1 side wall).

¢) Each Partitions will be equipped with adequate LED Light, Switch, MCB (ABB/ Legrand or
Equivalent Brand)
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Addendum-1

Following changes shall be replaced the corresponding sections of Addendum-1

Volume 2 of 3
Section 1 (Scope of Works and General Information)
I\SI:; Clause No. with Amendment
01. | Page 02 (Addendum-01), SL-03

Clause 1.3 Spare parts and consumables used before the end of Guarantee Period.

The Text “Schedule B” shall be replaced by “Schedule B6”.

Volume 2 of 3

Section 2 (TECHNICAL REQUIREMENTS FOR TRANSMISSION NETWORK EQUIPMENT)

SL

No.

Clause No. with Amendment

01.

Page 03 (Addendum-01), SL. No: 02, SL-04
The Text “96/higher” used anywhere in these 02 (Two) sections shall be replaced by “96 or higher”

01.

Clause 2.2.2 Basic Requirements for DWDM system Design
subclause (b) of Addendum-01 shall be replaced by following:

(b) The offered DWDM equipment must be equipped in one equipment rack with all necessary
hardware and software with license in order to provide line and client-side protection (in different
cards) with restoration facility (if fiber link available) through fiber connectivity according to
Annexure-1 and Annexure-3, entitled Network Topology and Distance and dB Loss, respectively. All
the offered equipment must have the minimum electrical switching capacity and number of service
slots as mentioned below:

Site Name Required Minimum Electrical | Required Minimum Number of
Switching Capacity Service Slots in Chassis
Dhaka (Gulshan) 12 Tbps In order to provide the service
mentioned in Annexure-2 and
Muicata 8 s Annexure-4, Slot Occupancy Rate
Benapole, Bheramara 230 6 Thps in the chassis shall not exceed
Jessore, Khulna 50%
As per design, but all the RODAM
- and OLA sites shall have the same
type/equivalent optical chassis.

Rest of All ROADM/
OLA Site

Volume 2 of 3

Section 5 (Civil and Electro-Mechanical Works)

Sl

Clause No. with Amendment

01.

Page-08 (Addendum No-01), Section 5, SL, No. 01
(b) 5.3 Co-Location Room
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Volume 2 of 3

Section 5 (Civil and Electro-Mechanical Works)

SIL.
No.

Clause No. with Amendment

The text of the corresponding clause shall be replaced by following:

The bidder will build co-location room(s) of dimension (12ft X 12ft) as per PGCB’s requirements. The
room should include foundation work, earth excavation, ramming, brick soling, CC work, brick work,
tiles work, floor casting with RCC etc.

While designing bidders can consider this specification:

1.
il.

iii.
1v.

V.
vi.
Vii.
viil.
iX.
X.

Foundation depth: 7 feet from ground level.

Height of room from inside and outside: 10 feet and 13 feet respectively (3 feet ground
clearance)

Cable hole window and its size: As per requirement (At least 12 holes, 1-inch diameter)
Door Position and Size, material: Front facing, Door height 7 feet, width 2.5 feet. Fire rated
steel door with lock arrangement.

Requirements of decoration: Adequate LED Light, Adequate Electric Switch, MCB.

Room top thickness: 5 inch

Floor Thickness of RCC: 5 inch.

Brick wall thickness: 10 inch

Bearing beam/column thickness: 12 inch

Window size: 900mm (W) x 300mm (H); Fixed Glass (Not Open able); 2 nos. opposite to each
other.

Necessary drawings, layout, BOQ will be proposed by the bidder. PGCB will be free to choose items
among the bidder’s proposition. After getting approval from PGCB design team, the contractor will be
allowed to work as per approved design and BOQ.

Volume 3 of 3

Schedule B (Price Schedule)

SI.
No.

Clause No. with Amendment

01.

Schedule No 1
Plant and Mandatory Spare Parts Supplied from Abroad

The following row(s) are added after item (i) as follows:

(j) Others

01. | Tempered Glass | Sq. feet | 3000

Sub Total=

02.

Schedule No 2
Plant and Mandatory Spare Parts Supplied from within the employer’s country

The following row(s) are added after item (1) as follows:

(j) Others
01. | Tempered Glass ] Sq. feet | 3000
Sub Total=
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Volume 3 of 3

Schedule B (Price Schedule)

§:)' Clause No. with Amendment
03. | Schedule No 4
Installation and Other Services
The following row (s):
05. | Co-Location Room/ Shelter Lot 02 7,50,000 15,00,000
06. | Glass Partition Enclave Lot 22 5,00,000
shall be replaced by following:
05. | Co-Location Room/ Shelter Lot 02 7,50,000 15,00,000
06. | Glass Partition Enclave Sq. feet | 3000

(Installation, fitting, fixing)
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